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PROPOSED GROUND FLOOR AREASPROPOSED GROUND FLOOR AREAS

Proposed Floor Area: 135m²

Proposed internal timber framed wall 
with 10mm GIB lining to both sides 
(10mm GIB Aqualine in wet areas)

WALL KEYWALL KEY

Proposed external timber framed wall 
with 10mm Plywood lining with 
Vertical/ Horizontal Cladding on 
cavity over - Refer Elevations

SS Smoke Detector as per NZBC 
C/AS1 2.2 and F7 3.0

EE Extract Fan as per NZBC G4 
1.2.5 to vent through soffit.

KEYKEY

•

••

••

TV NOTES:TV NOTES:

Provisions for cabling, power supply, and 
related requirements must be made for 
the TV points indicated on the plan.
The client may choose whether or not to 
install a TV. If the client chooses to 
proceed with a TV installation, the 
necessary cabling, power supply, and 
related provisions must be in place.
TV Walls will be lined with vertical cedar 
panels and have TV Units selected by 
Developer.

LIGHTSLIGHTS

L   L   Exterior LED Vertical Wall Washer Lights 
selected by developer

AC NOTESAC NOTES
Ac will vent out of floor

FLOOR FINISH KEY & NOTES:FLOOR FINISH KEY & NOTES:
          
     Hardwood Floors - Skirting with LED     Hardwood Floors - Skirting with LED
          
     Microcement Finish - Metal Skirting     Microcement Finish - Metal Skirting
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NOTE:NOTE:
BUYERS MAY OPT FORBUYERS MAY OPT FOR   

OPTIONAL POOL DECK WITH OPTIONAL POOL DECK WITH 
BBQ + DAYBED + PERGOLA BBQ + DAYBED + PERGOLA 
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Featured Fiji Style posts with Featured Fiji Style posts with 
either timber over/ polyeither timber over/ poly
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NOTE:NOTE:
Deck construction with steps will be site specificDeck construction with steps will be site specific
- shown indicative only- shown indicative only
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ELEVATION INDICATORELEVATION INDICATOR

AA BB CC DD

11

22

33

4
°

4
°

Proposed corrugate 
roofing on timber framing with Tongue and with Tongue and 
Groove Lining below framingGroove Lining below framing

Proposed corrugate 
roofing on timber framing

Proposed parapet walls

Fall of gutter

1

2

3

Proposed 
parapet walls

NOTE:NOTE:
ROOFING TO BE INSTALLED AFTER STEEL ROOFING TO BE INSTALLED AFTER STEEL 

STRUCTURE IS WELDED TOGETHER.STRUCTURE IS WELDED TOGETHER.

64246472 6472

New 
100mmØ DP

4
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19920
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Parapet corner junctions to have 
internal corner flashing continued 
under parapet flashing
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Solar Panels to be link Solar Panels to be link 
towards the rear of the villa.towards the rear of the villa.
Run gutter one way with gap Run gutter one way with gap 

around side of parapet.around side of parapet. New solar panels, layout tbc
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Roof PlanesRoof Planes Roof AreaRoof Area Roof PitchRoof Pitch DownpipesDownpipes

1 x  100⌀

12,500mm2 Cross Sectional Gutters

3

Total : Total : 186.9m2

48.7m2 00 to 250 1 x  100⌀4
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SUBFLOOR NOTESUBFLOOR NOTE
Lay polythene on ground where framing is 
400mm or less from FGL. Subfloor to be 
ventilated as per NZS 3604:2011 6.14

FRAMING NOTEFRAMING NOTE
Lumberlok  top plate/joist stiffeners to be 
used where pipes intersect with structural 
members

KEYKEY

Proposed anchor pile 89SHS Frame (HDG6005D) in 
concrete foundation with 40mm Ø x 500 concrete 
core for rock anchoring, must be clear of debris

90x45mm H1.2 SG8 blocking 
@ 400mm crs. below wet area

140 x 45mm H1.2 SG8 joists @450crs 

2/140 x 45mm DG8 bearers max span 1.65m

J1 

140 x 45mm H1.2 SG8 joists @600crs J2 

Proposed standard piles (dwelling) 125x125mm 
H5 senton piles in 460Ø x 600mm min. deep 
20MPa concrete footing
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Ensure 90x45mm H1.2 SG8 blocking 
@ 400mm crs. below wet area

J1 

J2 

J1 

J1 

J2 

J1 

J1 

J2 

J1 

J1 

J2 

J1 

J1 

J2 

J1 

J1 

J2 

J1 

Concrete Foundation 3604, 
keyed min 300 into rock
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ROOF FRAMING KEYROOF FRAMING KEY

FRAMING NOTEFRAMING NOTE
Purlins: 70x45mm H1.2 SG8 @ 900crs. fix 
to rafters with 1 / 10g self-drilling screw, 
80 mm long (or alternative 2.4kN fixing)

Ceiling Battens: 70x35mm H1.2 SG8 @ 
600mm crs.

DOWNLIGHT NOTESDOWNLIGHT NOTES
Recessed downlights types as specified in 
AS/NZS 60598.2.2 - CA, IC or IC-F rated 
light fittings as per NZBC C/AS1 cl 7.4.1.

Ceiling diaphragm as per NZS 
3604:2011 5.1

Ceiling diaphragm as per NZS 
3604:2011 5.1

90x45mm H1.2 SG8 rafters @900mm 
crs. fix to top plate with 3.15 skew nails 
+ 2 wire dogs (or alternative 4.7kN fixing)

Proposed stringer by Eng

190x45mm H1.2 SG8 rafters @ 400mm 
crs. fix to top plate as per Type-L Studlok

DS Double stud

AA BB CC DD

11

22

33

AA

A22
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A23

Proposed parapet walls

70x45mm H1.2 SG8 purlins 
@900crs Type E fixing

9mm F8 Plywood fixed off @100mm crs. 
with 4gx50 screws & 200crs to internal 
elements. All panel joints blocked

NOTE:NOTE:
Plywood over middle module to stop short of steel structure Plywood over middle module to stop short of steel structure 

so module steel structure can be welded togetherso module steel structure can be welded together

Trimming rafters 
for skylight

Trimming rafters for skylight
185x65x6RHS where 
full spanning of module
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Ground Floor
FFL -800

New Aluminium 
joinery

New corrugate roofing on 
timber framing behind facade

New Horizontal WB Cladding cavity fix 
on timber framing with 10mm plywood 

11 22 33

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

W1

New Aluminium Louvre privacy panel 
for sides selected by developer

Ground Floor
FFL -800

New Aluminium 
joinery

New corrugate roofing 
on timber framing

112233

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

W1

W3

New Aluminium Louvre 
privacy panel for sides 
selected by developer

New Horizontal WB Cladding cavity fix 
on timber framing with 10mm plywood 

70967096

New Vertical WB Cladding divider 
(allow for horizontal cladding spans) 
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Proposed Elevations N & SProposed Elevations N & S A20A20PARADISE COVEPARADISE COVE
- 2 BEDROOM VILLA- 2 BEDROOM VILLA

North ElevationNorth Elevation

South ElevationSouth Elevation

REV. DATE DESCRIPTION
A 25.06.24 Layouts

WEATHERBOARD FIXING NOTES:WEATHERBOARD FIXING NOTES:

WEATHERBOARDS MUST BE FIXED IN A STRAIGHT LINE USING COPPER 
NAILS, ENSURING CONSISTENT ALIGNMENT BY UTILIZING A CHALK LINE OR 
STRING LINE AS A GUIDE. COPPER NAILS SHOULD BE DRIVEN FLUSH WITH 
THE SURFACE WITHOUT OVERDRIVING TO AVOID DAMAGING THE BOARDS



New corrugate roofing on 
timber framing

New Horizontal WB cavity fix on 
timber framing with 10mm plywood 

AABBCCDD

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

W2 W2 W3

SK SK SKSK

32003200 261261 17417432003200 17417432003200 126126 32003200 32003200 261261 32003200

New Vertical WB Cladding divider 
(allow for horizontal cladding spans) 

New Aluminium joinery

New Vertical WB Cladding cavity fix on 
timber framing with 10mm plywood 

AA BB CC DD

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

D1D2 D2

Featured Fiji Style posts with either timber over/ poly
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Proposed Elevations E & WProposed Elevations E & W A21A21PARADISE COVEPARADISE COVE
- 2 BEDROOM VILLA- 2 BEDROOM VILLA

East ElevationEast Elevation

West ElevationWest Elevation

REV. DATE DESCRIPTION
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WEATHERBOARD FIXING NOTES:WEATHERBOARD FIXING NOTES:

WEATHERBOARDS MUST BE FIXED IN A STRAIGHT LINE USING COPPER NAILS, ENSURING CONSISTENT 
ALIGNMENT BY UTILIZING A CHALK LINE OR STRING LINE AS A GUIDE. COPPER NAILS SHOULD BE 
DRIVEN FLUSH WITH THE SURFACE WITHOUT OVERDRIVING TO AVOID DAMAGING THE BOARDS



ENGINEER NOTEENGINEER NOTE
Refer to engineer's specifications by 
C&H Structural and Civil Engineers.

SEASPRAY NOTESEASPRAY NOTE
All fixings to be stainless steel in 
accordance with NZS 3604:2011 4.4

DOWNLIGHT NOTESDOWNLIGHT NOTES
Recessed downlights types as specified in 
AS/NZS 60598.2.2 - CA, IC or IC-F rated 
light fittings as per NZBC C/AS1 cl 7.4.1.

FRAMING NOTEFRAMING NOTE
All timber framed walls to be 100x45mm 
SG8 H1.2 timber studs @300mm crs. max

Ground Floor
FFL -800

112233

6

A32

4

A31

1

A50

6

A42

Proposed corrugate roofing fixed on 70 x 45mm H1.2 SG8 
purlins @ 900crs, fixed to 190 x 45mm H1.2 SG8 rafters 
@400crs with 70 x 35mm H1.2 SG8 ceiling battens 
@ 600crs with 13mm GIB ceiling lining to interior

Proposed Horizontal weatherboard cladding on H3.1 
cavity battens on 10mm Plywood on H1.2 SG8 
90x 45mm timber framing with 10mm GIB internal lining

Proposed 20mm plywood flooring on 
xxxmm H1.2 SG8 joists @xxxcrs on 
xxxmm bearers

Proposed decking on 
140x45mm H1.2 SG8 joists 
@600crs on XXXmm bearers

ENSUITE 01ENSUITE 01
(MICRO-CEMENT)(MICRO-CEMENT)

BEDBED
ROOM ROOM 

11

BB

A23

4°

Outline of steel structure 
(behind)

A

SK02

Ref Eng

Outline of steel structure 
(behind)

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

5

A32

Proposed corrugate roofing on 
freestanding deck steel structure & 
90 x 45mm H1.2 SG8 rafters infill

3
6

7
0

W1

New T&G soffit lining with New T&G soffit lining with 
flat round frosted lightsflat round frosted lights

2
9

5
5

3
3

4

New Aluminium Louvre privacy 
panel for sides selected by 

developer

3

A31

Proposed Vertical weatherboard cladding on H3.1 cavity 
battens on 10mm Plywood on H1.2 SG8 

90x 45mm timber framing with 10mm GIB internal lining
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AA BB CC DD

AA

A22

1

A52BEDROOM BEDROOM 
11

LOUNGE LOUNGE 
BEDROOM BEDROOM 

22

WRWR
(BEYOND)(BEYOND)

Proposed corrugate roofing fixed on 70 x 45mm H1.2 SG8 purlins @ 
900crs, fixed to 190 x 45mm H1.2 SG8 rafters @400crs with 70 x 35mm 
H1.2 SG8 ceiling battens @ 600crs with 13mm GIB ceiling lining to interior

KITCHENETTE (BEYOND)KITCHENETTE (BEYOND)

Proposed Vertical weatherboard cladding on H3.1 cavity 
battens on 10mm Plywood on H1.2 SG8 

90 x 45mm timber framing with 10mm GIB internal lining

Proposed 20mm plywood flooring on 
140x45mm H1.2 SG8 joists @450crs 

1

A30

2

A30

NEW CLADDING, SUBFLOOR & FOUNDATION NEW CLADDING, SUBFLOOR & FOUNDATION 
TO BE CONFIRMED ALONG WITH TOPOGRAPHYTO BE CONFIRMED ALONG WITH TOPOGRAPHY

W1

W2

W1

ID6

A

SK01

ENGINEER NOTEENGINEER NOTE
Refer to engineer's specifications by 
C&H Structural and Civil Engineers.

SEASPRAY NOTESEASPRAY NOTE
All fixings to be stainless steel in 
accordance with NZS 3604:2011 4.4

DOWNLIGHT NOTESDOWNLIGHT NOTES
Recessed downlights types as specified in 
AS/NZS 60598.2.2 - CA, IC or IC-F rated 
light fittings as per NZBC C/AS1 cl 7.4.1.

FRAMING NOTEFRAMING NOTE
All timber framed walls to be 100x45mm 
SG8 H1.2 timber studs @300mm crs. max
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H3.1 Vertical shiplap 
cladding

Additional underlay 
lapped over flashing

Apron flashing

Gap between 
cladding and 

flashing

Flashing upstand 
from bottom of 

cladding

APRON FLASHING DETAILAPRON FLASHING DETAIL

H3.1 Vertical timber 
cavity batten

10mm Plywood

7
5

m
in

.

1
5

0
m

in
.

Pre-finished parapet cap 
flashing be fixed to sides 

only

Treated H3.2 Plywood 
Lining with flexible underlay 

to provide seperation to 
metal capping and timber

PARAPET FLASHING DETAILPARAPET FLASHING DETAIL

5°

10mm GIB 
internal lining

2001
1

0

H3.1 horizontal shiplap 
cladding

Horizontal timber cavity batten. 
Fixed horizontal to dwangs @ 
400 - 480mm crs max
Cavity closer, Tack cavity 
closer @ 600mm crs

3
5

7
5

10mm Timber packers to 
ventilate between cavities

Vertical Timber Cavity 
Batten. @ 400-480mm 

crs max.

Metal corrugate longrun 
roofing
Thermakraft Covertek 405 
roof underlay turned up 
behind apron flashing

70 x 45mm H1.2 SG8 
purlins @ 900mm crs.

Turndown notched over 
ribbed profiles 

13mm GIB ceiling lining 
over 70x35mm H1.2 
SG8 ceiling battens

10mm Plywood

Metal corrugate longrun 
roofing

Thermakraft Covertek 405 
roof underlay turned up 

behind apron flashing

70 x 45mm H1.2 SG8 
purlins @ 900mm crs.

Turndown notched over 
ribbed profiles )

APRON FLASHING DETAILAPRON FLASHING DETAIL

Pre-finished parapet cap flashing be fixed to 
sides only after module installationonly after module installation

PARAPET FLASHING DETAILPARAPET FLASHING DETAIL

13mm GIB ceiling lining 
over 70x35mm H1.2 

SG8 ceiling battens

10mm GIB 
internal lining

H3.1 Vertical Cedar 
Weatherboard Cladding

H3.1 Vertical timber 
cavity batten

min 5° slope
Treated H3.2 Plywood Lining with flexible underlay 
to provide seperation to metal capping and timber

10mm Timber packers to 
ventilate between cavities

Horizontal Timber Cavity Batten. Fixed 
horizontal to dwangs @ 400-480mm crs max.

10mm Plywood
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Construction Details - RoofConstruction Details - Roof A30A30PARADISE COVEPARADISE COVE
- 2 BEDROOM VILLA- 2 BEDROOM VILLA

 1 : 5A23

Parapet Detail 011
 1 : 5A23

Parapet Detail 022
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H3.1 Vertical Cedar 
Weatherboard Cladding

Additional underlay 
lapped over flashing10mm Plywood

Apron flashing

Metal corrugate longrun roofing

Thermakraft Covertek 405 
roof underlay turned up 
behind apron flashing

70 x 45mm H1.2 SG8 
purlins @ 900mm crs.

Gap between 
cladding and 

flashing

Flashing upstand 
from bottom of 

cladding

Turndown notched over ribbed 
profiles (trapezoidal profiles 
only - delete if not applicaple)

APRON FLASHING DETAILAPRON FLASHING DETAIL

H3.1 Vertical timber 
cavity batten

10mm Plywood

7
5

m
in

.

1
5

0
m

in
.

Pre-finished parapet cap 
flashing be fixed to sides only

Treated H3.2 Plywood Lining with flexible underlay to 
provide seperation to metal capping and timber

PARAPET FLASHING DETAILPARAPET FLASHING DETAIL

5°

4°

13mm GIB ceiling lining 
over 70x35mm H1.2 
SG8 ceiling battens

10mm GIB 
internal lining

200

1
1

0

H3.1 Vertical Cedar 
Weatherboard Cladding

Horizontal timber cavity batten. 
Fixed horizontal to dwangs 
@ 400 - 480mm crs max

Cavity closer, Tack cavity 
closer @ 600mm crs

3
5

7
5

10mm Timber packers to 
ventilate between cavities

Horizontal Timber Cavity Batten. Fixed 
horizontal to dwangs @ 400-480mm crs max.

SHS Frame by Eng 
behind (Dashed)

Apron flashing turned up behind Horizontal uPVC 'h' 
mould control joint flashing  & dressed into roofing

Corrugate roofing

1
5

7
5

Horizontal uPVC 'h' 
mould control joint 
flashing

70x45mm H1.2 SG8 purlins 
@ 900mm crs. max.

Thermakraft Covertek 
405 roof underlay

5°

Freestanding Deck SHS 
frame, wrapped with 

Plywood Finish

Pryda MPMGS 56 x 36 x 
36mm Minigrip both sides 

fixed with Pryda Painted hex 
head 12G x 35mm Screws 

100x50mm Rafters fixed in 
between Deck SHS Framing 

Plywood Soffit lining

50 mm min.
overhang

Pre-finished eave flashing

Thermakraft Covertek 
405 roof underlay70x45mm H1.2 SG8 purlins 

@ 900mm crs. max.

5°

Profiled metal 
roofing

H3.1 fascia 35mm 
min. cover to cladding

Pre-finished 8g 
wafer-tek screw

Gutter

S/S or galv. flat head nail

Pre-finished screw 
with rubber washer

100x50mm Rafters fixed in 
between Deck SHS Framing 

Plywood Soffit lining

Pryda MPMGS 56 x 36 x 36mm 
Minigrip both sides fixed with Pryda 
Painted hex head 12G x 35mm Screws 

Freestanding Deck SHS frame, 
wrapped with Plywood Finish

DRAWING NO.

SCALE REVISION

ALL DIMENSIONS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION

@A3
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Parapet Detail 034
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 1 : 5A22

Eaves Detail 013



50 mm min.
overhang

10mm Plywood

Pre-finished eave flashing

Thermakraft Covertek 
405 roof underlay

70x45mm H1.2 SG8 purlins 
@ 900mm crs. max.

13mm GIB ceiling lining over 
70x35mm H1.2 SG8 ceiling battens

10mm GIB 
internal lining

Roof framing

4°

Profiled metal 
roofing

H3.1 fascia 35mm 
min. cover to cladding

Pre-finished 8g 
wafer-tek screw

Gutter

S/S or galv. flat head nail

Pre-finished screw with rubber washer

H3.1 Vertical Cedar 
Weatherboard Cladding

RAKING EAVE DETAILRAKING EAVE DETAIL

9mm F8 Plywood fixed off @100mm crs. 
with 4gx50 screws & 200crs to internal 
elements. All panel joints blocked

H3.1 Vertical 
timber cavity batten

Thermakraft Covertek 405 roof underlay

70x45mm H1.2 SG8 purlins @ 900mm crs. max.

13mm GIB ceiling lining over 
70x35mm H1.2 SG8 ceiling battens

10mm GIB internal lining

Roof framing

4°
Profiled metal roofing

RAKING JUNCTION DETAILRAKING JUNCTION DETAIL

9mm F8 Plywood fixed off @100mm crs. 
with 4gx50 screws & 200crs to internal 
elements. All panel joints blocked

Studlok Type L fixing 2/Bowmac Studlok 
SL125 & 3/90x3.15Ø nails

Multigrip both sides 
fully nailed

185x65x6 RHS where full 
spanning width of module
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Eaves Detail 026
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10mm10mm10mm10mm

10mm10mm

10mm10mm

CS-V 45x42mm Vertical timber cavity 
batten

CS-H 45x45mm Horizontal 
timber cavity batten. Fixed 
horizontal 
@400-480mm crs max. 
Structurally fixed to vertical 
framing @400-600 crs max

ASSYplus 4 A2 SCRS 90mm x 
12g Stainless steel twin 
thread screws

Timber framing

Internal Corner DetailInternal Corner Detail

Batten Joint DetailBatten Joint Detail Jamb DetailJamb Detail

Note: Note: 
10mm gap between vertical & horizontal 10mm gap between vertical & horizontal 

batten junctions as shownbatten junctions as shown

4242 4545

4545 4242

15mm15mm

ASSYplus 4 A2 SCRS 90mm x 
12g Stainless steel twin 

thread screws

10mm10mm

Timber framing

CS-H 45x45mm Horizontal timber 
cavity batten. Fixed horizontal @

400-480mm crs max. 
Structurally fixed to vertical 
framing @400-600 crs max

External Corner DetailExternal Corner Detail

65mm65mm 4242
4545

10mm10mm 10mm10mm
35mm 
35mm minmin

1010

CS-V 65x42mm Vertical timber cavity batten 
35mm minimum lap to framing to support fixing. 

Adjust to suit site conditions.

CS-V 45x42mm Vertical timber cavity batten

400mm to 600mm max crs

Dwang

Dwang

Timber framing

CS-H 45x45mm Horizontal 
timber cavity batten

ASSYplus 4 A2 SCRS 90mm x 
12g Stainless steel twin thread 
screws

4
0

0
-4

8
0

m
m

 M
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75 x 75mm Hermpac aluminium 
corner flashing with unhemmed 

edges as per NZBC E2/AS1

H3.1 cavity battens

Proposed H3.1 horizontal 
shiplap cladding

10mm Plywood

H3.1 cover battens

75 x 75mm Hermpac aluminium 
corner flashing with unhemmed 

edges as per NZBC E2/AS1

20mm H3.1 cavity battens

Proposed H3.1 vertical 
cedar WB cladding

10mm Plywood

Proposed 
aluminium window

10mm GIB 
wall lining1

A52

H3.1 horizontal cavity 
battens

10mm Plywood

75 x 3.5mm Annular 
Grooved shank nail (or as 
per E2/AS1 - Table 24)

Proposed H3.1 horizontal 
shiplap cladding

H3.1 cavity battens

30mm min. 
penetration

Timber nogging at 
480mm max. crs

10mm Plywood

Proposed H3.1 horizontal cladding 
over H3.1 cavity battens  

50mm 
cladding 
overhang

Proposed decking over H3.2 timber 
deck joists  and SHS deck framing

Cavity closer, tack cavity 
closer @600mm crs

Vertical timber cavity batten.  
@400-480mm crs. max

Freestanding SHS Deck Structure 
dashed (beyond) by Eng wrapped with 
Plywood finish

max.
200 mm

5
0

Joist infill to SHS subfloor framing

Proposed decking over 
H1.2 Timber joists infill to 

SHS Subfloor Framing

10mm Plywood
Proposed H3.1 
horizontal shiplap 
cladding

Proposed H3.2 
timber bearer

100mm to paved ground
175mm to unpaved ground

50mm cladding 
overhang

SHS Structure by Eng 

Vertical timber cavity batten.
@400-480mm crs. max

Cavity closer, tack cavity 
closer @600mm crs

max.
200 mm

Proposed decking over H1.2 Timber 
joists infill to SHS Subfloor Framing

100mm min.aluminium or 
PVC back flashing 

20mm H3.1 cavity battens

Proposed H3.1 horizontal 
shiplap cladding

19mm H3.1 cover battens

Module fixing by 
Eng specification

75 x 3.5mm Annular 
Grooved shank nail (or as 
per E2/AS1 - Table 24)

10mm Plywood

DRAWING NO.

SCALE REVISION
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 1 : 5A10

Cladding - External Corner Junction 011

 1 : 5A10

Cladding - External Corner Junction 022

 1 : 5

Cladding - Fixing Detail4

 1 : 5

Cladding - Deck/Wall Junction5
 1 : 5A22

Cladding - Cladding Clearance Detail6
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 1 : 5A10

Cladding - External Module Junction Detail3

STILL AWAITING JOINERY & CLAD 
DETAIL CONFIRMATION 



75 x 75mm aluminium corner 
flashing with unhemmed edges 

continued under parapet flashing 
(above) 

H3.1 Castellated Cavity battens

Proposed H3.1 vertical 
cladding

10mm Plywood

75 x 75mm aluminium corner 
flashing with unhemmed edges 
continued up under parapet 
flashing (above)

H3.1 Castellated 
cavity battens

Proposed H3.1 
vertical cladding

H3.1 cover battens

10mm Plywood

75 x 75mm aluminium corner 
flashing with unhemmed edges 

continued up under parapet 
flashing (above)

H3.1 castellated 
cavity battens

Proposed H3.1 vertical 
cladding

H3.1 cover battens

Note:Note:
Parapet Flashing to be installed Parapet Flashing to be installed 

over corner flashingsover corner flashings

10mm Plywood

75 x 75mm aluminium corner 
flashing with unhemmed edges 

continued up under parapet 
flashing (above)

H3.1 castellated 
cavity battens

Proposed H3.1 vertical 
cladding

H3.1 cover battens

Note:Note:
Parapet Flashing to be Parapet Flashing to be 
installed over corner installed over corner 

flashingsflashings

3. Parapet capping flashing1.Corner flashing

2. Apron flashing

4. Parapet junction flashing

100mm min, purpose made 
aluminium flashing with unhemmed 
edges as per NZBC E2/AS1

Timber framing

Proposed H3.1horizontal 
shiplap weatherboards

Existing vertical shiplap 
weatherboards

Thermakraft Watergate 
Plus building wrap 

Flat soaker flashing  
(optional) 

H3.1 castellated 
cavity battens
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 1 : 5A11

Cladding - Parapet Internal Corner1

 1 : 5A11

Cladding - Parapet External Corner2
 1 : 5A11

Cladding - Parapet External Corner 023
 1 : 5

Cladding - Vertical Shiplap WB - Over Cavity - Scarf Joint6



10mm Plywood

Additional underlay lapped 
over flashing

Vertibat or Cavibat cavity 
battens

Aluminium head flashing with minimum 15 
degree fall and as per table 7 E2/AS1

Cavity closure

Stop-end to head flashing

Proposed H3.1 vertical 
shiplap cladding

3
5

m
m

 m
in

. 
fla

sh
in

g 
co

ve
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Selected aluminium 
Bifold joinery

Continuous sealant 
over PEF rod

Temporary packers

10mm GIB internal 
lining

10mm min. 
cover to joinery

5mm 
min. 
gap

ALUMINIUM BI-FOLD JOINERY - HEAD DETAIL ALUMINIUM BI-FOLD JOINERY - HEAD DETAIL 

Selected Bifold 
door joinery

Sill support bar

Proposed H1.2 
timber framing

10mm Plywood

Timber packers

Sealant over PEF 
rod

Timber floor 
selected by owner

Thermakraft watergate 
plus building wrap

H3.1 cavity battens

Turn up flashing tape 100mm 
min. at trimmer studs

Proposed H3.1 Vertical 
weatherboards

12

Decking over H3.2 
timber deck joists 

H3.2 packer and 
50x3mm EPDM washers 
at bolt fixings 

ALUMINIUM BI-FOLD JOINERY - SILL DETAIL ALUMINIUM BI-FOLD JOINERY - SILL DETAIL 

Timber packer, cut 
to suit

DRAWING NO.
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10mm min. joinery 
cover to cladding

20mm min. head 
flashing extension

Continuous sealant 
over PEF rod

Temporary packer

Additional flashing tape continuous 
along sill, wrap 100mm up on to 

each jamb and 50mm over underlay

Head flashing 
above

Compressible bond breaker 
foam seal

Vertibat or Cavibat cavity 
battens

Aluminium Window JambAluminium Window Jamb

Continuous bead of flexible 
adhesive/sealant

Proposed H3.1 vertical 
shiplap cladding

10mm Plywood

DRAWING NO.
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10mm min. 
cover to joinery

Selected alumiium 
window joinery

3
5

m
m
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. 
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sh
in

g 
co

ve
r 

10mm Plywood

Additional underlay lapped 
over flashing

Vertibat or Cavibat cavity 
battens

5mm 
min. 
gap

Aluminium head flashing with 
minimum 15 degree fall and 
as per table 7 E2/AS1

Cavity closure

Stop-end to head flashing

10mm min. joinery 
cover to cladding

20mm min. head 
flashing extension

Continuous sealant 
over PEF rod

Temporary packer

10mm Plywood

Additional flashing tape 
continuous along sill, wrap 
100mm up on to each jamb 
and 50mm over underlay

Selected aluminium 
window joinery

Head flashing above
Compressible bond breaker 

foam seal

Vertibat or Cavibat cavity 
battens

Sill support bar

Aluminium Window SillAluminium Window Sill

Aluminium Window HeadAluminium Window Head

Aluminium Window JambAluminium Window Jamb

7mm 
min. 

Continuous sealant 
over PEF rod

Temporary packers

10mm GIB internal 
lining

7.5mm min.

Hermpac J Mould flashing to 
seal off cavity

Continuous bead of flexible 
adhesive/sealant

10mm
min. 

Proposed H3.1 vertical 
shiplap cladding

Sealant between head flashing 
and joinery flange in very high 
wind zones and above

Head flashing turned up 
to form stop end

20mm min. 

70mm 

4mm

Hermpac J Mould flashing

20mm

Proposed H3.1 vertical 
shiplap cladding

Continuous sealant over PEF rod

H3.2 Timber packer

Selected Aluminium 
window joinery

Flexible flashing tape continuous along sill, 100mm 
min. up each jamb and 50mm onto face of underlay

Proposed Board 
Cladding

Thermakraft Aluband 
flashing tape 

10mm Plywood

19mm plywood

Turn up flashing tape 100mm min. at 
trimmer studs

Timber trim

Selected 
floor finish 

H1.2 timber 
framing

10mm 
min. 

8mm min. 
cover
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10mm min. 
cover to joinery

Selected alumiium 
window joinery

3
5

m
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10mm Plywood

Additional underlay lapped 
over flashing

Vertibat or Cavibat cavity 
battens

5mm 
min. 
gap

Aluminium head flashing with 
minimum 15 degree fall and 
as per table 7 E2/AS1

Cavity closure

Stop-end to head flashing

10mm min. joinery 
cover to cladding

20mm min. head 
flashing extension

Continuous sealant 
over PEF rod

Temporary packer

10mm Plywood

Additional flashing tape 
continuous along sill, wrap 
100mm up on to each jamb 
and 50mm over underlay

Selected aluminium 
window joinery

Head flashing above
Compressible bond breaker 

foam seal

Vertibat or Cavibat cavity 
battens

8mm min. 
cover

Selected aluminium 
window joinery

Thermakraft Aluband flashing 
tape continuous along sill, wrap 
100mm up on to each jamb 
and 50mm over underlay

10mm Plywood

Sill support bar

Aluminium Window SillAluminium Window Sill

Aluminium Window HeadAluminium Window Head

Aluminium Window JambAluminium Window Jamb

7mm 
min. 

Continuous sealant 
over PEF rod

Temporary packers

10mm GIB 
internal lining

7mm min. 

Timber packers

Continuous sealant 
over PEF rod

10mm GIB internal 
lining 

7.5mm min.

Hermpac J Mould flashing to 
seal off cavity

Continuous bead of flexible 
adhesive/sealant

10mm
min. 

Proposed H3.1 vertical 
shiplap cladding

Sealant between head flashing 
and joinery flange in very high 
wind zones and above

Head flashing turned up 
to form stop end

20mm min. 

70mm 

4mm

Hermpac J Mould flashing

20mm

Vertibat or Cavibat cavity 
battens

Proposed H3.1 vertical 
shiplap cladding

Proposed H3.1 vertical 
shiplap cladding
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2/ stainless steel 
wire dogs each side

H3.2 bearer

125x125 H5 pile

400Ø x 600mm deep 
concrete footing

NOTE:NOTE:
(For deck piles use 350Ø 
min. x 600mm deep 
concrete footing)

CGL

6
0

0
m

m
 m

in
.

1
0

0
m

m

300mm min, 
150mm if DPC is 

used between 
bearer and pile

300mm max. 
offset

Solid block 1.8m crs. 
along brace line

6kN joist/bearer 
connection to each 

side of pile  

4/90mm stainless 
steel nails skew driven, 
2 up into the bearer, 
2 down into the pile

CGL

6
0

0
m

m
 m

in
.

1
0

0
m

m

300mm max. 
offset

Solid block 1.8m 
crs. along brace line

6kN joist/bearer 
connection to 

each side of pile  

br
ac

e

Brace angle
10° min.
45° max.

Second brace permitted if 
only 1 brace is attached 
to bottom of pile

M12 bolt with 
50x50x3mm washer

2/ nailon plates with 16 nails 
per plate, 8 nails driven into 
bearer and 8 into pile (or 
alternative 12kN fixing)

400Ø x 600mm deep 
concrete footing

NOTE:NOTE:
(For deck piles use 
350Ø min. x 600mm 
deep concrete footing)

Max. height above 
CGL 3m timber, 1.5m 
concrete or masonry  

and min. height 3 x  
distance from lower 

connetion to CGL 

Brace Size Brace Length
100x75 3m max.

100x100 5m max.

2/ nailon plates with 16 nails 
per plate, 8 nails driven into 
bearer and 8 into pile (or 
alternative 12kN fixing)

H3.2 bearer

125x125 H5 pile

460Ø x 900mm deep 
concrete footing

CGL

9
0

0
m

m
 m

in
.

1
0

0
m

m

300mm min, 
150mm if DPC is 

used between 
bearer and pile

NoteNote
- Max height of anchor pile above 
CGL is 600mm (See NZS 3604 
6.4.1.1 (b) (iii))
- Bearers shall not be joined at 
anchor piles

300mm max. 
offset

Solid block 1.8m crs. 
along brace line

6kN joist/bearer 
connection to each 

side of pile  

2/90mm nails skew 
driven into bearer
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Foundation - Timber Subfloor - Standard Pile1

 1 : 20

Foundation - Timber Subfloor - Braced Pile2

 1 : 20

Foundation - Timber Subfloor - Anchor Pile3
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Thermakraft Aluband window sealing 
tape 50mm width butterfly with 3mm 
min. overhang at corner, to be added 
last  over underlay

Thermakraft Aluband window sealing 
tape 200mm min. in both directions. 
150mm or 200mm width over underlay

Thermakraft Aluband window sealing 
tape 200mm min. vertically on both 
sides of opening. 150mm or 200mm 
width underlay

Thermakraft Aluband window sealing 
tape secured over Thermakraft 
corner mould over underlay

Thermakraft Aluband window sealing 
tape to run continuously full lenth of 
sill over underlay

NOTENOTE
Do not lay Thermakraft Aluband window 
sealing tape onto the interior surface 
of the framing where it may interfere 
with wall linings

Thermakraft Watergate Plus building 
underlay

Thermakraft Aluband window sealing 
tape 200mm min. vertically on both 
sides of opening. and continuously 
along the length of sill over underlay

Thermakraft Aluband window sealing 
tape secured over Thermakraft 
corner mould over underlay
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Lintel

2 nails

Trimming stud 
thickness

One length doubling 
stud contributes to 

trimming stud thickness

TRIMMING STUDS FOR LINTELS UP TRIMMING STUDS FOR LINTELS UP 
TO 400MM BELOW THE TOP PLATETO 400MM BELOW THE TOP PLATE

400mm 
max.

TRIMMING STUDS FOR LINTELS MORE TRIMMING STUDS FOR LINTELS MORE 
THAN 400MM BELOW THE TOP PLATETHAN 400MM BELOW THE TOP PLATE

More than 
400mmTrimming 

stud

Doubling stud

2 nails

One length doubling stud 
does not contribute to 
trimming stud thickness

Lintel

150-300mm

Lintel

Trimming stud 
thickness

Fix studs together with 
100x3.75mm nails @ 600mm crs. 

with 2/100x3.75mm immidiately 
under lintel

25x1mm strap with 6/30x2.5mm 
nails into both joist/blocking and stud, 

OR a 7.5kN (tension) connection 
(see NZS 3604:2011 8.6.1.8)

Top plate

25x1mm strap with 6/30x2.5mm 
nails into both lintel and stud, OR 
a 7.5kN (tensions) connection 
(see NZS 3604:2011 8.6.1.8)

Doubling stud to be continuous 
between the bottom plate and 
the underside of lintel

Lintel
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Framing - Lintel Tie Down (Braced Walls)2
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(A) BUTT JOINT OVER STUD(A) BUTT JOINT OVER STUD (B) BUTT JOINT OVER BLOCKING(B) BUTT JOINT OVER BLOCKING

Capacities of metal plate joints (2)

Up to 3kN

Up to 6kN

3/30 x 3.15mm nails per side

6/30 x 3.15mm nails per side

Capacities of metal plate joints (2)

Up to 3kN

Up to 6kN

3/100 x 3.75mm nails per side

6/100 x 3.75mm nails per side

Connection as rated below (see 
NZS 3604:2011 8.7.3.3)

100x45mm H1.2 top plate

 90x45mm H1.2 stud

140x35mm H1.2 top plate when used 
(see NZS 3604:2011 8.74.2)

Connection as rated below (see 
NZS 3604:2011 8.7.3.3)

100x45mm H1.2 top plate

 90x45mm H1.2 stud

140x35mm H1.2 top plate when used 
(see NZS 3604:2011 8.74.2)

 100x45mm H1.2 stud

 90x45mm H1.2 blocking

Butt joint in plate shall be made over support, ie.
(a) Stud;
(b) Solid blocking fixed between studs and directly under 
the plate (See 8.7.3.2 and 8.7.3.3)

NOTE 
(1) see section  4 for durability requirements
(2) Not required when extra top plate is used

Halved joint Fixed with 
3/75 x 3.15mm nails

100x45mm H1.2 top 
plate

 90x45mm H1.2 stud

140x35mm H1.2 top plate when 
used (see NZS 3604:2011 8.74.2) 2/100x3.75mm nails each 

side of joint

100x45mm H1.2 top plate

 90x45mm H1.2 stud

140x35mm H1.2 top plate 
when used (see NZS 
3604:2011 8.74.2)

 100x45mm H1.2 stud

 90x45mm H1.2 blocking

(A) HALVED JOINT(A) HALVED JOINT (B) BUTT JOINT(B) BUTT JOINT

Butt joint in plate shall be made over support, ie.
(a) Stud;

(b) Solid blocking fixed between studs and directly 
under the plate (See 8.7.3.2 and 8.7.3.3)

DRAWING NO.

SCALE REVISION

ALL DIMENSIONS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION

@A3

NOTE: DIMENSIONS TAKEN FROM EDGE OF FRAMING

 1 : 10 A

Typical Details - FramingTypical Details - Framing A63A63PARADISE COVEPARADISE COVE
- 2 BEDROOM VILLA- 2 BEDROOM VILLA

 1 : 10

Framing - Top Plate Fixing for Walls with Bracing1

 1 : 10

Framing - Top Plate Fixing for Walls without Bracing2
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Finish mate13mm GIB 
ceiling lining

Tight joint between finish
groove and finish material

Mounting bracket

ELEVATIONELEVATIONSECTION B-BSECTION B-B

B B

A
A

30-60 mm30-60 mm

Perimeter trimout frame

Flashing support

VELUX Skylight installed in 
new metal roofing
1. The sheets are fitted 100 
mm from the bottom frame
2. The flashing is mounted
3. Fit the metal sheets

Selected roof 
underlay

Corrugated metal 
roofing

Flashing support batten

13mm GIB ceiling lining

Trimmer/
Header

SECTION A-ASECTION A-A

Custom-made flashing 

Perimeter trimout frame

Corrugated metal roofing

100 mm

60-150 mm

4°

Selected roof underlay

Custom-made flashing 

Custom-made flashing 

For roofs below 15° create pitch-up and use For roofs below 15° create pitch-up and use 
custom made flashing (not supplied by VELUX).custom made flashing (not supplied by VELUX).

DRAWING NO.
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FLASHINGSFLASHINGS

Flashing Type: uPVC 'h' mould control joint flashing Flashing Type: uPVC 'h' mould control joint flashing 
Ref: Sheet A30/Detail 1Ref: Sheet A30/Detail 1
Quantity: 20.1mQuantity: 20.1m

1
0

0
Flashing to span over & cover cladding and apron flashing

Approx. 20mm

7
5

Flashing Type: Apron Flashing Flashing Type: Apron Flashing Deck RoofDeck Roof
Ref: Sheet A30/Detail 1Ref: Sheet A30/Detail 1
Quantity: 20.1mQuantity: 20.1m

Flashing Type: Pre-finished Eave flashing Flashing Type: Pre-finished Eave flashing Dwelling RoofDwelling Roof
Ref: Sheet A30/Detail 3Ref: Sheet A30/Detail 3
Quantity: 19.9m Quantity: 19.9m 
             Rounded = 20m             Rounded = 20m

overhang
50 mm

5°

4°

Flashing Type: Pre-finished parapet cap flashingFlashing Type: Pre-finished parapet cap flashing
Ref: Sheet A31/Detail 4Ref: Sheet A31/Detail 4
      Sheet A32 /Detail 6      Sheet A32 /Detail 6
Quantity: 34.17mQuantity: 34.17m

5°
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to

 c
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dd
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m
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 c
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m
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Approx 180mm

Flashing Type: Apron Flashing Flashing Type: Apron Flashing Dwelling RoofDwelling Roof
Ref: Sheet A31/Detail 4Ref: Sheet A31/Detail 4
Quantity: 19.9mQuantity: 19.9m
             Rounded = 20m             Rounded = 20m

1
1

0

4°

Flashing Type: Apron Flashing Flashing Type: Apron Flashing Dwelling RoofDwelling Roof
Ref: Sheet A32 /Detail 6 Ref: Sheet A32 /Detail 6 
      Sheet A32/ Detail 7      Sheet A32/ Detail 7
Quantity: Rounded = 39mQuantity: Rounded = 39m

1
1

0

200

Flashing Type: Pre-finished parapet cap flashingFlashing Type: Pre-finished parapet cap flashing
Ref: Sheet A32 /Detail 7Ref: Sheet A32 /Detail 7
Quantity: Rounded = 14mQuantity: Rounded = 14m

Approx. 280mm

co
ve

r 
to

 c
la

dd
in

g
1

5
0

m
m

 m
in

Flashing Type: 75 x 75mm Aluminium corner flashingFlashing Type: 75 x 75mm Aluminium corner flashing
                   with unhemmed edges                   with unhemmed edges
Ref: Sheet A42/Detail 1Ref: Sheet A42/Detail 1
      Sheet A42/ Detail 2      Sheet A42/ Detail 2
Quantity: 4 Corners x 3.67m = 14.7mQuantity: 4 Corners x 3.67m = 14.7m
             6 Corners x 0.75m = 4.5m             6 Corners x 0.75m = 4.5m
                                       = 19.2m                                       = 19.2m

75

7
5

Flashing Type: 100mm Aluminium/uPVC back flashingFlashing Type: 100mm Aluminium/uPVC back flashing
Ref: Sheet A42/Detail 3Ref: Sheet A42/Detail 3
Quantity: (4 Joints x 3.67m) + (2 Joint x 2.88m) Quantity: (4 Joints x 3.67m) + (2 Joint x 2.88m) 
            = 20.44m            = 20.44m

100

200

200 125

7
5

75

Flashing Type: 75 x 75mm Aluminium corner flashingFlashing Type: 75 x 75mm Aluminium corner flashing
                   with unhemmed edges                   with unhemmed edges
Ref: Sheet A43/Detail 1Ref: Sheet A43/Detail 1
Quantity: 6 Corners x 0.33m = 1.98mQuantity: 6 Corners x 0.33m = 1.98m
             Rounded = 2m             Rounded = 2m
                        

DRAWING NO.
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 1 : 50

Ensuite 01 - Floor Plan1
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 1 : 50

Ensuite 02 - Floor Plan2



BATHROOM NOTEBATHROOM NOTE
Forcrete Micro-cement Coating System to all wet area walls.

13mm GIB Aqualine lining to all wet area ceilings. 
Bathroom floor finish: Forcrete Micro-cement Coating System, ensure

90x45mm H1.2 SG8 nogs @ 400mm crs. max. to wet area. 

Plywood substrate

Mono-Prime (70g/m²)

Fibreglass Mesh 
(160gsm)

Mono-Stone XL (1.2kg/m²)
Mono-Stone XL (700g/m²)

2 x layers Micro-Quartz 
(400g/m²) 

2 x layers Forshield-2KWB 
(70g/m²)

9mm Cement Sheet
Rasolastic WPM

Door trim

Dry area floor 
covering

Plywood substrate
Aluminium waterstop (recess 
into ply if needed)

Sealant over foam release rod 

Door jamb beyond

Door stop beyond

Door leaf

Forcrete micro-cement 
system ref key

32x32x0.55 galvanised steel angle 
to a minimum height of 1.8m

Plywood substrate

Forcrete micro-cement 
system ref key

Proprietary basin 
selected by owner

Neutral cure silicone

Plywood substrate

Forcrete micro-cement 
system ref key

Fillet

Neutral cure silicone

Tap body

Plywood substrate

Mono-Prime (70g/m²)

Fibreglass Mesh 
(160gsm)

2 x layers Micro-Quartz 
(400g/m²) 

2 x layers Forshield-2KWB 
(70g/m²)

Mono-Stone XL 
(1.2kg/m²)

9mm Cement Sheet

DRAWING NO.

SCALE REVISION

ALL DIMENSIONS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION

@A3
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Microcement Layer KeyMicrocement Layer Key

 1 : 2A70

Wet Area - Waterstop2

 1 : 5A70

Wet Area - Internal Corner3
 1 : 5A70

Wet Area - Basin to Wall4

 1 : 2A70

Wet Area - Wall Penetration1



BATHROOM NOTEBATHROOM NOTE
Forcrete Micro-cement Coating System to all wet area walls.

13mm GIB Aqualine lining to all wet area ceilings. 
Bathroom floor finish: Forcrete Micro-cement Coating System, ensure

90x45mm H1.2 SG8 nogs @ 400mm crs. max. to wet area. 

SHOWER DRAIN TO WALL DETAILSHOWER DRAIN TO WALL DETAILSHOWER FLOOR TO WALL DETAILSHOWER FLOOR TO WALL DETAIL

Screed forming 
1:60 fall to drain

Plywood 
substrate

Screed as required 
forming 1:60 min. fall to drain 

Drain and grate

Plywood substrate

Forcrete micro-cement 
system ref key

Door leaf

Aluminium waterstop

Door jamb

Epoxy waterproofing 
system

Planted stop

Waterproofing system 75mm 
min. upstand applied to wall

Waterproofing system to lap 
up waterstop at opening

Plywood Substrate

10mm GIB standard lining

Screed forming 1:60 fall to drain

Proprietary safety glass shower screen 
Installed to manufacturers specification 

SHOWER HOB DETAILSHOWER HOB DETAIL

2
0

Plywood 
substrate

Forcrete micro-cement 
system ref key

Plywood substrate

Mono-Prime (70g/m²)

Fibreglass Mesh 
(160gsm)

Mono-Stone XL (1.2kg/m²)
Mono-Stone XL (700g/m²)

2 x layers Micro-Quartz 
(400g/m²) 

2 x layers Forshield-2KWB 
(70g/m²)

9mm Cement Sheet
Rasolastic WPM

DRAWING NO.

SCALE REVISION
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 1 : 5A70

Wet Area - Tiled Shower (Timber Floor, Drain at Wall)4

 1 : 5A70

Wet Area - Door Threshold1

 1 : 5A70

Wet Area - Tiled Shower (Timber Floor, Hob)2

Microcement Layer KeyMicrocement Layer Key
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Selected alumiium 
window joinery

Continuous sealant 
over PEF rod

Temporary packers

Neutral cure silicone

5mm 
min gap

10mm min. cover 
to joinery

3
5

m
m

 m
in

. 
fla

sh
in

g 
up

st
an

d

Additional underlay lapped over 
barrier board

Aluminium head flashing with minimum 15 
degree fall and as per table 7 E2/AS1

Stop-end to head flashing

10mm Plywood

SHOWER ALUMINIUM WINDOW JOINERY - HEAD DETAIL SHOWER ALUMINIUM WINDOW JOINERY - HEAD DETAIL 

Cavity closure

Proposed H3.1 vertical 
shiplap cladding

Vertibat or Cavibat cavity 
battens

Plywood substrate

0.2mm Epoxy Primer

0.8mm Epoxy Primer & Quartz

1mm Microcement Base

2x 2mm Microcement Top

0.08mm Sealers

Thermakraft Aluband flashing 
tape continuous along sill, wrap 
100mm up on to each jamb 
and 50mm over barrier board

Sill flashing to extend behind 
line of aluminium frame, with 
8mm min. upstand to back and 
sloping end dams 

10mm Plywood

SHOWER ALUMINIUM WINDOW JOINERY - SILL DETAIL SHOWER ALUMINIUM WINDOW JOINERY - SILL DETAIL 

8mm min. 
cover

Vertibat or Cavibat cavity 
battens

Proposed H3.1 vertical 
shiplap cladding

Neutral cure silicone

Plywood substrate

0.2mm Epoxy Primer

0.8mm Epoxy Primer & Quartz

1mm Microcement Base

2x 2mm Microcement Top

0.08mm Sealers

Continuous sealant 
over PEF rod

Thermakraft Aluband flashing tape 
continuous along sill, wrap 100mm 
up on to each jamb and 50mm over 
barrier board

Temporary packers

10mm 
min. 

cover 

20mm 
min. 
head 

flashing

Head flashing 
above

SHOWER ALUMINIUM WINDOW JOINERY - JAMB DETAIL SHOWER ALUMINIUM WINDOW JOINERY - JAMB DETAIL 

Compressible bond breaker 
foam seal

Proposed H3.1 vertical 
shiplap cladding

Hermpac J Mould flashing 
to seal off cavity

Plywood substrate

0.2mm Epoxy Primer

0.8mm Epoxy Primer & Quartz

1mm Microcement Base

2x 2mm Microcement Top

0.08mm Sealers

Neutral cure silicone

DRAWING NO.

SCALE REVISION

ALL DIMENSIONS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION
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CONFIRMATION 



DRAINAGE KEYDRAINAGE KEY

Proposed WW Pipe

TV Terminal vent

GT Gully trap

FRAMING NOTEFRAMING NOTE
Lumberlok  top plate/joist stiffeners to be 
used where pipes intersect structural members

IJ Inpection junction

IB Inpection bend

FWG Floor waste gully

ORG Overflow relief gully

DP Down Pipe

Proposed SW Pipe

PLUMBING AND DRAINAGE NOTEPLUMBING AND DRAINAGE NOTE
Registered plumber and drainlayer to ensure 
full compliance with specified code. 

Contractor to confirm existing and proposed 
pipe locations on site.

Ensure internal pipes are concealed in wall/floor 
and ceiling spaces.

All water supply to comply with G12.

All sanitary plumbing and drainage to comply 
with  AS/NZS 2500.2

Existing private WW pipe

Exiting private SW pipe

PLUMBING KEYPLUMBING KEY

Fitting type Pipe Ø Min. Gradient

Toilet WC

Wash hand basin WHB

Shower

Kitchen Sink

Bath Tub

100Ø

65Ø

65Ø

65Ø

65Ø

1:60

1:40

1:40

1:40

1:40

AA BB CC DD

11

22

33

New GT

New TV

New 80mmØ DP

100Ø SW pipe to 
connect to main line 

100Ø WW pipe to 
connect to main line 

DRAWING NO.

SCALE REVISION
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JOINERY NOTESJOINERY NOTES
CONTRACTOR TO CONFIRM ALL OPENING 
SIZES ON SITE PRIOR TO ORDERING 
JOINERY
All glazing to be aluminium double glazed. All 
glazing to comply with NZS 4223.2016
All grade A safety glass to be toughened 
safety glass.
All Insulating glass units (IGU's) to comply 
with NZS 4666:2000

WINDOW SCHEDULEWINDOW SCHEDULE

DOOR SCHEDULEDOOR SCHEDULE

DESCRIPTION: BI-FOLD DOOR D1DESCRIPTION: BI-FOLD DOOR D1

Opening Dimension = 3500 x 2200Opening Dimension = 3500 x 2200
Glazing: Double GlazedGlazing: Double Glazed
Frame: AluminiumFrame: Aluminium
Quantity: 1Quantity: 1
Interior Finish: Square StoppedInterior Finish: Square Stopped

DESCRIPTION: FIXED WINDOW 01DESCRIPTION: FIXED WINDOW 01

Opening Dimension = 1000 x 2200Opening Dimension = 1000 x 2200
Glazing: Double GlazedGlazing: Double Glazed
Frame: AluminiumFrame: Aluminium
Quantity: 2Quantity: 2
Interior Finish: Square StoppedInterior Finish: Square Stopped

Note: Smart glass or privacy glass may Note: Smart glass or privacy glass may 
be an optionbe an option

DESCRIPTION: FIXED WINDOW 02DESCRIPTION: FIXED WINDOW 02

Opening Dimension = 1200 x 700Opening Dimension = 1200 x 700
Glazing: Double GlazedGlazing: Double Glazed
Frame: AluminiumFrame: Aluminium
Quantity: 2Quantity: 2
Interior Finish: Square StoppedInterior Finish: Square Stopped

Note: Frosted glass might be an option Note: Frosted glass might be an option 
in Laundry areas - up to owner decision.in Laundry areas - up to owner decision.

FFLFFL

FFLFFL

DESCRIPTION: DOUBLE HUNG SASH WINDOW  03DESCRIPTION: DOUBLE HUNG SASH WINDOW  03

Opening Dimension = 600 x 800Opening Dimension = 600 x 800
Glazing: Double Glazed FrostedGlazing: Double Glazed Frosted
Frame: Aluminum with Mosquito ScreenFrame: Aluminum with Mosquito Screen
Quantity: 2Quantity: 2
Interior Finish: Square StoppedInterior Finish: Square Stopped

Joinery headJoinery head

Joinery headJoinery head

DESCRIPTION: SLIDER DOOR D2DESCRIPTION: SLIDER DOOR D2

Opening Dimension = 3500 x 2200Opening Dimension = 3500 x 2200
Glazing: Double GlazedGlazing: Double Glazed
Frame: AluminiumFrame: Aluminium
Quantity: 2Quantity: 2
Interior Finish: Square StoppedInterior Finish: Square Stopped

fixedfixed fixedfixed

fixedfixed

fixedfixed

DESCRIPTION: FIXED SKYLIGH WINDOW SWDESCRIPTION: FIXED SKYLIGH WINDOW SW

Opening Dimension = 780 X 1400Opening Dimension = 780 X 1400
Glazing: Double Glazed Glazing: Double Glazed 
Frame: Aluminum Frame: Aluminum 
Quantity: 4Quantity: 4

DRAWING NO.

SCALE REVISION
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JOINERY NOTESJOINERY NOTES
CONTRACTOR TO CONFIRM ALL OPENING 
SIZES ON SITE PRIOR TO ORDERING 
JOINERY
All glazing to be aluminium double glazed. All 
glazing to comply with NZS 4223.2016
All grade A safety glass to be toughened 
safety glass.
All Insulating glass units (IGU's) to comply 
with NZS 4666:2000

INTERIOR DOOR SCHEDULEINTERIOR DOOR SCHEDULE

DESCRIPTION: ID1DESCRIPTION: ID1

Opening Dimensions = 1000 x 2200 Opening Dimensions = 1000 x 2200 
Quantity: 2Quantity: 2
Door Material: HardwoodDoor Material: Hardwood
Interior Finish: Square StoppedInterior Finish: Square Stopped

FFLFFL

Joinery headJoinery head

DESCRIPTION: ID2DESCRIPTION: ID2

Opening Dimensions = 760 x 2200Opening Dimensions = 760 x 2200
Quantity: 4Quantity: 4
Door Material: HardwoodDoor Material: Hardwood
Interior Finish: Square StoppedInterior Finish: Square Stopped

FFLFFL

Joinery headJoinery head

DESCRIPTION: INTERIOR SLIDER DOOR ID6DESCRIPTION: INTERIOR SLIDER DOOR ID6

Opening Dimensions = 760 x 2200Opening Dimensions = 760 x 2200
Quantity: 2Quantity: 2
Door Material: HardwoodDoor Material: Hardwood
Interior Finish: Square StoppedInterior Finish: Square Stopped

DESCRIPTION: INTERIOR BARN SLIDER DOOR ID7DESCRIPTION: INTERIOR BARN SLIDER DOOR ID7

Opening Dimensions = 760 x 2200Opening Dimensions = 760 x 2200
Quantity: 1Quantity: 1
Door Material: HardwoodDoor Material: Hardwood
Interior Finish: Square StoppedInterior Finish: Square Stopped

DRAWING NO.

SCALE REVISION
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DRAWING NO.

SCALE REVISION

All dimensions to be confirmed on 
site prior to construction

Reinforcement Steel

1. All reinforcement and mesh shall be Ductile Plus (or equivalent) Grade 300E or 500E 
and to comply with NZS 4671.

· SE - Deformed welded wire mesh (500MPa)
· R - Plain bars (300MPa)
· HR - Plain bars (500MPa)
· D - Deformed bars (300MPa)
· HD - Deformed bars (500MPa)

2. All reinforcement lap lengths are to be a minimum of the following, unless specifically 
detailed:

· SE - maximum of 250mm or grid width + 50mm
· R - 80 x bar diameter
· HR - 140 x bar diameter
· D - 40 x bar diameter 
· HD - 70 x bar diameter

3. All reinforcement bends are to be to NZS3109 and NZS3101:

· Minimum diameter of bend in main bars:
·· 6-20mm bar - 5 x bar diameter
·· 24-40mm bar - 6 x bar diameter

· Minimum diameter of bend in stirrups and ties:
·· 6-20mm plain bar - 2 x bar diameter
·· 6-20mm deformed bar - 4 x bar diameter
·· 24-40mm plain bar - 3 x bar diameter
·· 24-40mm deformed bar - 6 x bar diameter

4. All reinforcement hooks are to be standard to NZS3101-8.6.10:

· A semi-circular turn plus an extension of at least four bar diameters but equal to or 
greater than 65mm at the free end of the bar; or

· A 90 degree turn plus an extension of at least 12 bar diameters for a deformed bar and 
16 bar diameters for plain bar at the free end of the bar; or
· A stirrup hook, a 135 degree turn plus an extension of at least 6 bar diameters for a 

deformed bar and 8 bar diameters for plain bar at the free end of the bar.

5. All reinforcement cover should align as closely as practicably possible to the following 
minimum distances:

· Adjacent to unprotected ground - 75mm
· Adjacent to formwork - 50mm
· Adjacent to DPM - 50mm
· Top cover (enclosed) - 30mm
· Top cover (exposed) - 50mm

Structural Steel

1. All steel elements are to be a minimum of Grade 300 (300MPa), unless specifically 
detailed otherwise.

2. All steel element lengths and dimensions are to be confirmed by the Contractor and 
Fabricator.

3. All steel elements are to be manufactured to NZS3404, NZS3679, NZS1163 and all 
other relevant standards.

4. All welds are to be Structural Grade to NZS1554.

5. All bolts are to be a minimum of the values outlined below, unless specifically detailed 
otherwise:to:

· Steel to Steel OR Steel to Concrete - High Grade 8.8 (830MPa)
· All other connections - Grade 4.6 (400MPa)

NZS3604:2011 and NZS4229:2013

1. All construction and work is to be carried out in accordance with design and 
construction standards not requiring specific engineering design, NZS3604:2011 
and NZS4229:2013, as required; unless specifically altered by specific engineering 
design (SED).

2. It is the Contractors responsibility to construct all relevant elements to all relevant 
standards and relevant Council regulations. This includes but is in no way limited to:

· Timber framing, blocking, connections and bracing.
· Floor framing, blocking, connections and diaphragms.
· Roof framing, blocking, connections, diaphragms and bracing.

Construction Monitoring

1. In order to supply a PS4, the Structural Engineer will carry out CM2 Level construction 
monitoring at critical stages of the works. Organise inspections at least 3 working days 
prior; ensure all work is completely finished at the time of inspection. Incomplete work 
will cause delays or re-inspections.

2. It is the Contractors responsibility to organise the required Construction Monitoring 
Service with the Structural Engineer. A PS4 will not be supplied in the event that all 
required Construction Monitoring has not occurred. This will cause significant 
compliance issues for the Contractor at the completion of the Consenting process.

General

1. Drawings are to be read in conjunction with all notes, and all other relevant information, 
including architectural drawings, geotechnical reports and Building Consent Conditions.

2. The Contractor is to carry out a thorough review to become familiar with the provided 
information. Any and all discrepancies are to be referred to the Architect/Engineer to be 
resolved as soon as practically possible.

3. Do not scale Engineers drawings, use written dimensions and Architectural set out. 

4. All work shall be carried out in accordance with the drawings, Building Act, Council 
regulations and relevant NZ Standards.

5. The specifically designed elements relating to B1 Structure are supplied along with a 
Design Producer Statement (PS1). To comply with the Building Consent Conditions, a 
Construction Review Producer Statement (PS4) will be required. Refer to Construction 
Monitoring.

Building Platform

1. All services are to be located and trenches are to be backfilled and compacted 
accordingly.

2. A 25mm sand blinding layer is to be placed, screeded and compacted over the building 
platform.

3. DPM (0.25mm polythene membrane) is to be lapped 200mm and taped at joints and 
penetrations.

Concrete

1. Concrete 28 day strength: 30MPa min

2. All concrete work and materials shall be carried out to and comply with NZS3104, 
NZS3109, NZS3101 and Council regulations.

3. Cuts into any concrete element are not to be made unless specifically detailed 
otherwise.

4. All cold joint surfaces are to be scabbled / roughened to ensure adhesion unless 
specifically detailed otherwise.

Structural Drawing Set
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Rock Anchor Foundation DetailA



100x45mm SG8 H1.2 
studs @ 300mm crs. max

2/100x100x6 SHS wind beam/ 
lintel stitch welded together

Studlok Type L fixing 2/Bowmac Studlok 
SL125 & 3/90x3.15Ø nails

Multigrip both 
sides fully nailed

190x45mm SG8 H1.2 
Timber stringer

9mm F8 Plywood fixed off @100mm crs. 
with 4gx50 screws & 200crs to internal 
elements. All panel joints blocked

190x45mm H1.2 SG8 rafters 
@400mm crs.

SHS Framing dashed behind 
with H1.2 timber infill

M12-800 crs. Typ & 
50x3SQ Washers

M12-800 crs. Typ & 
50x3SQ Washers
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Roof Framing to Front ElevationA



16mm Bolts16mm Bolts

90x90x150mm Flange90x90x150mm Flange

90x90x150mm Flange90x90x150mm Flange

16mm Bolts16mm Bolts

Steel StructureSteel Structure
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Flange Detail3
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Structural Framing View 03Structural Framing View 03

Structural Framing View 04Structural Framing View 04
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